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WT SERIES
Win Temperature

Excellent Control Special Application

Control Method

Ramp/Soak Program
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External disturbance

Heating and colling Control
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Error% Method: 1¢/3¢ Zero Cross Control

3uiltin output limit function.Use this funcion to get 1¢/3¢ Phase Angle Control
lifferent output and set limit for output.

ise's device,WT series controller can perform PV
1unting below SV by setting AT bias value(ATVL).
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Input type:
Remote SV 0-20mA.4-20mA

e 0-5Vv,0-10V,1-5V,2-10V,0-1V
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Another controller

(MA/NV/mV)

B Signal type:
Transmission PV.SV

Ouput type:
0-20mA,4-20mA
0-5Vv,0-10V,1-5V,2-10V,0-1V

Recorder

Display

Up to31 controllers can be
[@Telaslaal0lallerztilelal connected. Max length 1200M.

 Modbus
|

HMI

(TTL Communication)

Up to 10 controllers can be connected.
Max length 1M.

The SV value of slave controllers will be remoted
mastercontroller, and reached to max value at
the same time.
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@ Motor Valve Control

Easy Mounting

Step1

Just push the mounting bracket to panel.
Without using any screws.

Saving Space

WT Series are shorter than other brands.
But with more functions.

Alarm Function

Maximum with 3 sets of alarm. Alarm types list as be

Deviation
Deviation High Alarm
Deviation Low Alarm

Deviation High/Low Alarm

Band Alarm
PV

PV High Alarm
PV Low Alarm

Delay Time

System

System Failed Alarm
System Normal Alarm

Program

Program Run Alarm
Program End Alarm
Segment End Alarm

Use this function avoid alarm acts frequently or acts

to external disturbance.
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