QUICK INSTALLATION GUIDE
IFC 300/400/406 Data Logger Interface

For Windows XP SP3 or later

IFC406 IFC400

The IFC interface cable packages allow for the communication between stand alone data loggers and the MadgeTech
4 Software. Directly connect the IFC to a PC to start and stop the data logger or to download readings.

Installing the MadgeTech 4 Software 4. Choose the installation options and click Next.

t@ MadgeTech 4 Setup - X
MadgeTech 4 Standard Software can be downloaded Install Options X H
from the MadgeTech website (madgetech.com/ :
software). See the MadgeTech 4 Software Manual for []4dd desitop shortaut
complete installation instructions. (] Add Start menu shortauts
1. Open the MT4 folder from the newly downloaded file
and double click the MTInstaller.exe file to launch the [E2) et rponing
Setu p leard Aulomalically submit usage information to help improve the software
. Transmission is secure and No Jy identif or data logger recorded
2. Select the Installer Language and click OK. informton i Gansmited gg
3. Accept the End-User License Agreement and click
Next . Back Next Cancel

9 Madgeech 4 Seup - < 5. MadgeTech 4 is now ready to install. Click Install to

Welcome to the MadgeTech 4 Setup Wizard N i ; ;
b u begin the installation.

6. Click Finish when the installation is complete.
The Setup Wizard will install MadgeTech 4 on your computer. Click Next to continue or Cancel to exit
the Setup Wizard.

The MadgeTech 4 Software requires the .NET Framework
4.0 to be installed on the PC. The Windows 8 and Windows
10 operating system comes with a newer version of the
NET Framework already installed. If the .NET Framework
4.0 has not been installed on the PC, download it from the
Microsoft.com website.

After the .NET Framework 4.0 installation has been
confirmed, install the MadgeTech 4 Software following
the steps above.

Back Next Cancel

Installing USB Drivers

The USB interface drivers can easily be installed on the PC if they are not already available and running. They can be
downloaded from the MadgeTech website (madgetech.com/software).
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Connecting the IFC to MadgeTech 4 Software

1. Remove the Warning Label from the IFC

to expose the USB port and connect the i Change which interfaces are used to search for devices
. Displa
matching end of the USB cable. o .
Reports [Z] Search for devices using serial interfaces
2. Connect the other end of the USB cable Alams MESShE RS Ra N ssa
to a USB port on the Windows PC. You ones Pk
. . . . Address Book IFC200: MTI_1105-20180406105654-AD7A9
will see a message indicating that a new i
USB device has been installed and is IR
Reporting
ready to USe Wireless
Interop
3. Verify the IFC has been installed correctly s
by launching the MadgeTech 4 Software
and navigating to File > Options >

Communication. You should see the IFC |2t ] (st (ol |
you installed listed on this screen.

Testing the Data Logger and Interface Connection

1. To verify that the Interface drivers are installed properly, start the MadgeTech 4 Software. (If
necessary, see the software manual for additional instructions on the software.)

2. When the IFC is connected to the PC, the blue LED indicator light should be lit, if the drivers are
properly installed and the interface is detected by Windows. If the indicator light is not on, unplug
the interface cable and verify that the USB drivers have been installed. Wait 5 seconds and plug
it back into the PC.

3. Place the data logger into the docking station or plug the data logger into the IFC.

4. Your device will appear in the Connected Devices panel.
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Additional Information

For additional information or troubleshooting assistance, visit us Authorized Distributor in Australia
online at madgetech.com, contact us at support@madgetech.com Pacific Sensor Technologies Pty Ltd
or call (603) 456-2011 Unit 7, 14 Commercial Dr, Pakenham VIC 3810 Australia
' 1300 662 720 | sales@pacificsensortech.com.au
www.pacificsensortech.com.au
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